
fan type N • hose type NR-CP • funnel on floor stand

Single flexible extractor 
with exhaust funnel for motorcycles
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+180°C3 x 400 V 
50 Hz

P6-4996-111

Catalogue
number

P6-4996-110

Type Power

Fan

0,37 kW

0,37 kW

Current

1,0 A

1,0 A

N34

N34

Diameter Length

5,0 m

5,0 m

125 mm

125 mm

Exhaust hose

P6-4996-112 0,37 kW 1,0 AN345,0 m125 mm

Nozzle
type

28-4110-125

28-4520-125

28-4524-126
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EQUIPMENT - INCLUDED

Diameter:
125 mm

Exhaust hose type NR-CP
• operating temperature from -40°C up to +180°C
• rubber coated fabric with plastic helix

Cat. no.: 
20-967-125

Equipment and accessories

FAN SWITCH - ORDERED SEPARATELY

Motor protection switch
• can be used as an on/off switch
• weight 0,5 kg

Cat. no.: 
74-5031-016

Power:
up to 0,55 kW

Current:
1,0 - 1,6 A

Centrifugal fan

Type:
N34

Air flow:
180 - 1200 m³/h

• includes fan mounting feet
• power supply 3 x 400 V, 50 Hz

Cat. no.: 
59-816-034

Diameter:
125 mm

Hose clip protection
• velcro fastening
• made of rubber
• width 60 mm

Cat. no.: 
24-158-125

Diameter:
125 mm

Hose clamp
• made of steel
• width 12 mm

Cat. no.: 
24-156-125

Connection:
125 mm

Round exhaust funnel on floor stand
• operating temperature up to +300°C
• suction opening DN 200 mm

Cat. no.: 
28-4110-125

Operating range:
100 ÷ 550 mm

Exhaust funnel on floor stand

Connection:
125 mm

Operating range:
130 ÷ 440 mm

• operating temperature up to +300°C
• suction opening 200 x 220 mm

Cat. no.: 
28-4520-125

Connection:
125 mm

Exhaust funnel on floor stand
• operating temperature up to +300°C
• suction opening 125 x 500 mm

Cat. no.: 
28-4524-126

Operating range:
150 ÷ 1250 mm


